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• MODELE
Barquette prototype 
«Endurance Le Mans», biplace

• MOTEUR (2 options)

GM

Type : V8 LS3 longitudinal en position 
centrale arrière

Cylindrée : 6 200 cm3

Puissance : limitée à 360 ch en version 
école

Couple maxi : 540 Nm pour ce niveau 
de puissance

NISSAN

Type : V6 VQ37VHR longitudinal en 
position centrale arrière

Cylindrée : 3696 cm3

Puissance : 358 ch à 7 000 tr/min

Alésage x course : 95,5 x 86 mm

Couple maxi : 420 Nm à 5200 tr/min

• TRANSMISSION

Roues arrière motrices
Boîte de vitesses séquentielle à 6 
rapports, différentiel autobloquant à 
glissement limité
Embrayage tri-disques acier Ø140

• CHASSIS

Monocoque carbone « SORA 
Composites » procédé LC4
Carrosserie composites (fi bre de verre)

Suspension avant : double triangle 
superposés ancrés sur coque, poussant 
et basculeur, amortisseur et système anti-

roulis fi xés sur la face avant de la coque.

Suspension arrière : double triangle 
superposés ancrés sur la boîte de 
vitesses, poussant et basculeur, 
amortisseur et système anti-roulis fi xés 
sur le dessus du carter.

Amortisseurs : monotube sans réglage
Freins : étriers 4 pistons (Ø 38 et 
44), disques acier rainuré et ventilé 
Ø323 mm épaisseur 28 mm.

Pneumatiques avant : 24/65-18 (sur 
jante de 18 pouces)

Pneumatiques arrière : 27/68-18 (sur 
jante de 18 pouces)

• DIMENSIONS ET POIDS

Poids à vide : 820 Kg (Estimation 
constructeur)

Répartition des masses (AV/AR) : 
45%/55%

Longueur : 4 360 mm

Largeur : 1 900 mm

Hauteur : 1 090 mm

Empattement : 2 710 mm

Voie AV : 1 652 mm

Voie AR : 1 603 mm

Volume réservoir : 100 litres

Garde au sol : 70 mm

EcolE dE pilotagE aco 
Caractéristiques techniques de la voiture
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• MODEL
Prototype Le Mans Endurance, 
double seater

• ENGINE (2 OPTIONS)

GM 

Type: V8 LS3 mounted longitudinally in 
the mid-rear position 

Cubic capacity: 6200 ccs

Power limited to 360 bhp in the school 
version

Maximum torque: 540 Nm for this 
power output

NISSAN

Type: V6 VQ37VHR, longitudinally 
mounted in the mid-rear position

Cubic capacity: 3696 ccs

Power output: 358 bhp at 7000 rpm

Bore and stroke: 95.5 x 86 mm

Maximum torque: 420 Nm at 5200 rpm

• TRANSMISSION: 

Rear-wheel drive
6-speed sequential gearbox, limited slip 
differential
Tri-disc steel clutch diameter 140mm

• CHASSIS
Carbon monocoque “SORA Composites” 
LC4 procedure
Bodywork: composite (fi breglass) 

Front suspension: double wishbones 
mounted on the monocoque, pushrod/
rocker arms, anti-roll system and 

dampers mounted on the front of the 
monocoque

Rear suspension: double wishbones 
mounted on the gearbox, pushrod/rocker 
arms, anti-roll system and dampers 
mounted on the top of the gearbox 
housing

Dampers: fi xed monotube 

Brakes: 4-piston callipers (diameter 
38mm and 44mm), grooved steel 
ventilated discs diameter 323 mm, 
thickness 28 mm

Front tyres: 24/65-18 (on 18-inch rims)

Rear tyres: 27/68-18 (on 18-inch rims)

• DIMENSIONS AND WEIGHTS

Dry weight: 820 kgs (constructor’s 
fi gure)

Weight distribution: (Fr/R) 45%/55%

Length: 4360 mm

Width: 1900 mm

Height: 1090 mm
Wheelbase: 2710 mm

Front track: 1652 mm

Rear track: 1603 mm

Fuel tank capacity: 100 litres

Ground clearance: 70 mm 

aco dRiViNg ScHool
Technical specifi cation of the school car




